CAVI MULTIPOLARI

CAVIE
CABLAGGI

CAVO IN GOMMA: HO7RN-F RUBBER INSULATED CABLE: HO7RN-F NO:WIRIN
CARATTERISTICHE COSTRUTTIVE CONSTRUCTION FEATURES
Conduttore Flessibile Conductor Flexible
Isolante Gomma EI4 Isolante Gomma El4
Guaina Gomma EM2 Sheath Gomma EM2
Tipo Multipolare Type Multicore
Forma Tondo Shape Round
Isolamento Gomma Isolation Rubber
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CARATTERISTICHE TECNICHE TECHNICAL FEATURES

Temperatura di

utilizzo [°C] -25°C+60°C Operating temperature [°C] -25°C+60°C
Tensione nominale

Uo/U 450/750V Nominal voltage Uo/U 450/750V
Tensione di prova 2500V Test voltage 2500V

Raggio di curvatura 6xD Bending radius 6xD

Temperatura di corto 200°C
circuito [°C] Short-circuit temperature [°C] 200°C

MARCHIO APPROVALS

CEXL) ()

NOMENCLATURA NOMENCLATURE

HO7RN-F

APPLICAZIONE

Cavi unipolari e multipolari flessibili isolati in gomma epr sotto guaina di policloroprene o altro
equivalente elastomero sintetico. Cavo adatto per installazioni in officine industriali, agricole,
cantieri, per I'alimentazione di macchine industriali ed agricole ed apparecchi nei quali i cavi sono
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AND WIRIN

sottoposti a sollecitazioni meccaniche medie (come piastre riscaldanti, utensili elettrici quali
trapani, seghe circolari ed utensili elettrici domestici) ed installazioni fisse su facciate di edifici
provvisori. E' ammesso l'utilizzo permanente esterno ed in presenza d'acqua (condizione AD6). In
caso di installazioni protette come in tubazioni o sistemi chiusi simili, € concesso I'utilizzo a
tensioni finoa 1000 V in c.a. o fino a 750 V in c.c. verso terra. Resistente alla fiamma CPR (IEC 60332-
1-2) e resistente agli olii (EN 50363-2-1).

Idoneo per posa mobile

Idoneo per posa fissa

Idoneo per posa interna

Idoneo per posa esterna

APPLICATION

Flexible single-core and multi-core cables insulated in epr rubber under polychloroprene sheath
or other equivalent synthetic elastomer. Cable suitable for use in industrial and agricultural
workshop, building sites, supplying industrial and agricultural machines and appliances in which
the cables are subjected to medium mechanical stresses (such as heating plates, electric tools
such as drills, circular saws and domestic electric tools) and fixed installations on facades of
temporary buildings. Permanent external use and in the presence of water is allowed (condition
ADG). In the case of protected installations such as in pipes or similar closed systems, use is
permitted at voltages up to 1000 V AC. or up to 750 V DC towards the ground. Flame resistant CPR
(IEC 60332-1-2and oil resistant (EN 50363-2-1).

Suitable for mobile installation

Suitable for fixed installation
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Suitable for indoor installation

Suitable for outdoor installation

COLORI COLORS

. Altri colori su richiesta/ Other colors on request

MISURE MEASURES

Colore anime / Conductor colors:

¢ [X2] Blu-marrone / Blue-Brown

e [X3] Giallo verde - blu - marrone / Yellow green - blue - brown

e [X3] Special: Nero - blu - marrone / Black - blue - brown

¢ [X4] GialloVerde-Blu-Marrone-Nero / GialloVerde-Marrone-Nero-Grigio YellowGreen-Blue-Brown-
Black / YellowGreen-Brown-Black-Grey

e [X4] Special: Grigio-Blu-Marrone-Nero / Grey-Blue-Brown-Black

¢ [X5] GialloVerde-Blu-Marrone-Nero-Grigio YellowGreen-Blue-Brown-Black -Grey

Sezione Diametro esterno Spessore guaina Diametro max fili Resistenza elettrica
Size conductor Outer diameter Thickness of jacket = Max diameter of wires = Electrical resistance
[N x mm?] [ mm ] [ mm ] [ mm ] [Q/km]
1x1,50 5.9 >1,4 0,26 13,3
1x2,50 6.6 >1,4 0,26 7,98
1x4,00 7.5 =1,5 0,31 4,95
1x6,00 8.3 21,6 0,31 3,3
1x10,00 10 =1,8 0,41 1,91
1x16,00 11.1 =19 0,41 1,21
1x25,00 12.9 =2 0,41 0,78
135,00 14.5 2,2 0,41 0,55
1x50,00 16.8 =24 0,41 0,38
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CABLES AND WIRING

Formazione Diametro su
Sezione Diametro esterno = Spessore guaina conduttore isolamento Resistenza elettrica
Conductor Diameter on
Size conductor = Outer diameter  Thickness of jacket stranding insulation Electrical resistance

[N x mm?] [ mm ] [ mm ] [N x mm ] [mm] [Q/km]
2x1.00 8.0+0.2 213 32x0.193 2.85+01 <195
2x1.50 9.0+0.2 215 28x0.243 3.05+£01 <133
2x%2.50 10.7+0.3 217 48x0.243 38+0.1 <7.98
2x4.00 123+03 2138 52x0.300 45+0.1 <4.95
2x6.00 14.1+0.3 22.0 80x0.300 525+01 <3.30
3%1.00 88+02 > 1.4 32x0.193 2.85+0.1 <195
3%1.50 ag+0.2 > 1.6 28x0.243 3.05+0.1 <13.3
3x2.50 11.6+0.3 >1.8 48x0.243 38+01 <7.98
3x4.00 13.2+0.3 =19 52x0.300 45+01 <4.95
3x6.00 14.8+ 0.4 =21 80x0.300 5.25+0.1 <3.30
Ax1.00 97+0.2 >1.5 32x0.193 285101 £195
4x1.50 10.5 + 0.3 > 1.7 28x0.243 3.05£01 £13.3
Ax2.50 12.6+0.3 >1.9 48x0.243 3.8+01 <7.98
4x4.00 14.4+0.4 =20 52x0.300 45+01 <4.95
4x6.00 16.5+0.4 223 80x0.300 525101 <3.30
5x1.00 10.6+0.3 216 32x0.193 2.85+01 <195
5x1.50 11.5+0.3 > 1.8 28x0.243 3.05+0.1 <133
5x2.50 13.9+0.3 >2.0 48x0.243 38101 <7.98
5x4.00 16.1+ 0.4 =22 52x0.300 45+0.1 <4.95
5x6.00 18.5+0.4 >25 80x0.300 525+01 <3.30
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