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CARATTERISTICHE COSTRUTTIVE CONSTRUCTION FEATURES 

 

 

 

 

  

 

 

 

Conductor Flexible 

Isolante Gomma EI4 

Sheath Gomma EM2 

Type Multicore 

Shape Round 

Isolation Rubber 

Conduttore Flessibile  

Isolante Gomma EI4  

Guaina Gomma EM2  

Tipo Multipolare  

Forma Tondo  

Isolamento Gomma  
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CARATTERISTICHE TECNICHE                                              TECHNICAL FEATURES 

Operating temperature [°C] -25°C÷60°C 

Nominal voltage Uo/U 450/750V 

Test voltage 2500V 

Bending radius 6xD 

Short-circuit temperature [°C] 200°C 

 

 
MARCHIO   APPROVALS 

    

 
NOMENCLATURA    NOMENCLATURE 

H07RN8-F 

 
APPLICAZIONE 

Cavi unipolari e multipolari flessibili isolati in gomma elasomerica speciale EI4 sotto guaina 

elastomerica EM2 o altro equivalente elastomero sintetico. Cavi resistenti all'acqua. Cavo adatto 

per installazioni in officine industriali, agricole, cantieri, per l'alimentazione di macchine industriali 

Temperatura di 

utilizzo [°C] 
-25°C÷60°C 

 

Tensione nominale 

Uo/U 
450/750V 

 

Tensione di prova 2500V 
 

Raggio di curvatura 6xD 
 

Temperatura di corto 

circuito [°C] 
   200°C 
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ed agricole ed apparecchi nei quali i cavi sono sottoposti a sollecitazioni meccaniche medie (come 

piastre riscaldanti, utensili elettrici quali trapani, seghe circolari ed utensili elettrici domestici) ed 

installazioni fisse su facciate di edifici provvisori. E' ammesso l'utilizzo permanente esterno ed in 

immersione in acqua ad una temperatura massima di 40°C e sino a 10 metri di profondità, per la 

connessione di pompe sommerse o applicazioni simili (condizione AD8). Resistente alla fiamma CPR 

(IEC 60332–1–2) e resistente agli olii (EN 50363–2–1). 

Idoneo per posa mobile 

Idoneo per posa fissa 

Idoneo per posa interna 

Idoneo per posa esterna 

 
APPLICATION 

Flexible unipolar and multipolar cables insulated in special elastomeric rubber EI4 under 

elastomeric sheath EM2 or other equivalent synthetic elastomer. Water resistant cables. Cable 

suitable for installations in industrial, agricultural, construction sites, for the power supply of 

industrial and agricultural machines and appliances in which the cables are subjected to medium 

mechanical stresses (such as heating plates, electric tools such as drills, circular saws and 

domestic electric tools) and fixed installations on facades of temporary buildings. Permanent 

external use and immersion in water at a maximum temperature of 40°C and up to 10 meters of 

depth is allowed, for the connection of submersible pumps or similar applications (condition 

AD8). Flame resistant CPR (IEC 60332–1–2and oil resistant (EN 50363–2–1). 

Suitable for mobile installation 

Suitable for fixed installation 
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Suitable for indoor installation 

Suitable for outdoor installation 

 

 
COLORI   COLORS 

   Altri colori su richiesta/ Other colors on request 

 

 

 
MISURE MEASURES 

Colore anime / Conductor colors:  

• [X2] Blu-marrone / Blue-Brown  

• [X3] Giallo verde - blu - marrone / Yellow green - blue - brown  

• [X4] GialloVerde-Blu-Marrone-Nero / GialloVerde-Marrone-Nero-Grigio YellowGreen-Blue-Brown-

Black / YellowGreen-Brown-Black-Grey  

• [X5] GialloVerde-Blu-Marrone-Nero-Grigio YellowGreen-Blue-Brown-Black -Grey 
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