CAVO UL mercato americano

CAVO IN PVC UL STYLE 1569/1007

CAVIE
CABLAGGI

CARATTERISTICHE COSTRUTTIVE

Conduttore

Isolante

Guaina

Tipo

Forma

Isolamento

Flessibile

PVC

Unipolare

Tondo

PVC

ACM SRL

CONSTRUCTION FEATURES

Conductor

Insulating

Sheath

Type

Shape

Isolation

Flexible

PVC

Single-core

Round

PVC
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CAVO UL mercato americano

CAVI E
CABLAGGI
CAVO IN PVC UL STYLE 1569/1007 ND: WiRI
CARATTERISTICHE TECNICHE TECHNICAL FEATURES
Temperatura di Operating temperature [°C]
utilizzo [°C] -20°C+105°C P gtemp -20°C+105°C
Tens-lone 300 Vac Nominal voltage Uo/U 300 Vac
nominale Uo/U
Tensione di 2000V Test voltage 2000V
prova

MARCHIO APPROVALS

Cew) @

NOMENCLATURA NOMENCLATURE

UL STYLE 1569/1007

APPLICAZIONE

Cablaggi interni o usi in apparecchi elettronici non soggetti a sforzi meccanici

Idoneo per posa fissa

Idoneo per posa interna

ACM SRL
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CAVO UL mercato americano *

"\ CAVIE
&= o | | CABLAGGI

CAVO IN PVC UL STYLE 1569/1007 _— -
APPLICATION
Internal wiring or use in electronic equipment not subject to mechanical stress
Suitable for fixed installation
Suitable for indoor installation
COLORI COLORS
. . Altri colori su richiesta/ Other colors on request
MISURE MEASURES
Sezione Diametro Spessore di isolamento Resistenza elettrica
Size conductor esterno Radial thickness of insulation Electrical resistance
[mm2] Outer diameter [mm] [Q/km]

[mm]
AWG18 2.1%0.1 0.38/ 15 <23.2
AWG20 1.8+0.1 0.38/ 15 < 36.7
AWG22 1.5%£0.1 0.38/ 15 <594
AWG24 1.4%0.1 0.38/ 15 <£94.2
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