
CAVO UL mercato americano 
CAVO IN SILICONE UL STYLE 3512 HALOGEN-FREE 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

ACM SRL 
Via Industriale 137/139 - Capriano del Colle (BS) 25020 - C.F. e P.IVA: 04401630985 - Tel: +39/030-9748379 

e-mail: info@acm-lighting.com 

 

 

 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
CARATTERISTICHE COSTRUTTIVE CONSTRUCTION FEATURES 

 

 

 

 

  

 

 
 

Conductor Flexible 

Insulating SILICONE 

Sheath - 

Type Single-core 

Shape Round 

Isolation SILICONE 

Conduttore Flessibile  

Isolante SILICONE  

Guaina -  

Tipo Unipolare  

Forma Tondo  

Isolamento SILICONE  
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CARATTERISTICHE TECNICHE                                              TECHNICAL FEATURES 

Operating temperature [°C] -40°C÷200°C 

Nominal voltage Uo/U AC 600 V 

Test voltage 3000 V 

 

 
MARCHIO   APPROVALS 

       

 
NOMENCLATURA    NOMENCLATURE 

UL STYLE 3512 

 
APPLICAZIONE 

Conduttore unipolare in silicone resistente alle alte temperature per il cablaggio interno di 

apparecchi chiusi; adatto all’impiego in impianti siderurgici e laminatoi, fonderie, industrie del 

cemento, del vetro e della ceramica, nonché nella costruzione aeronautica e navale.  

Idoneo per posa fissa 

Idoneo per posa interna 

Temperatura di 

utilizzo [°C] 
-40°C÷200°C 

 

Tensione 

nomininale Uo/U 
AC 600 V 

 

Tensione di prova 3000 V 
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APPLICATION 

High-temperature-resistant silicone single-core conductor for the internal wiring of enclosed 

luminaires; suitable for use in steelworks and rolling mills, foundries, cement, glass and ceramic 

industries, as well as in the aeronautical and shipbuilding sectors. 

Suitable for fixed installation 

Suitable for indoor installation 

 

 
COLORI   COLORS 

  Altri colori su richiesta/ Other colors on request 

 

 

 

 
MISURE MEASURES   

 

Sezione  
Size conductor [mm2] 

Diametro esterno 
Outer diameter  
      [mm] 

Resistenza elettrica 
Electrical resistance [Ω/km] 

AWG18 2.7 – 3.1 9.6 

AWG20 2.4 – 2.8 4.8 
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